Conferencing Products Quick Reference

The Polycom Advantage

B Acoustic Clarity Technology — Allows natural, interactive, two-way conversations (full duplex)

W The first to deliver wideband voice over ordinary telephone lines. It's so good, you think the person you are talking with is in the
same room!

B Industry-leading wireless, allowing you to conference anywhere team collaboration is in1portant. 2.4 GHz WDCT or 1.9 GHz DECT with
voice encryption, up to 24 hours of talk time and the ability to dial through a cell phone.

Easily share content during conference calls or video calls with Polycom QSX™

Reliable products that are easy to install and use

Broad product family to meet all your voice conferencing needs — analog to digital to IP, wired to wireless, office to auditorium (see

Polycom Vortex® product line at www.polycom.com)

Microphone Coverage
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mmmm\/oiceStation® 300 and VoiceStation 500 mmmmm Original SoundStation EX with mics
= === SoundStation2™, SoundStation2W™, SoundStation® IP 4000 = mmm SoundStation2 EX with Mics, SoundStation2W EX with Mics,
and SoundStation2 for Avaya/Nortel SoundStation IP 4000 with Mics and SoundStation Premier EX with Mics
= = = SoundStation VTX 1000 W == SoundStation VTX 1000 with Mics

Polycom QSX

The Polycom QSX allows users
to instantly share a live view of
a computer screen with remote
locations over the Web, or with
other QSX or VSX™ |ocations.

Step 1 Step 2 Step 3
Dial your Polycom Connect your lap- Push one button to share your
Conference Phone top to the provid- computer screen with up to 14
ed VGA cable to other locations
display

Share content with
everyone on the call

e Up to 5 QSX rooms
(including the host location)

SoundStation2W uses a cable that connects to a standard ® Up to 10 Web viewers
2.5mm headset connector. If your mobile phone model

does not support this type of connection you will need

an adapter (not included).

®
Not all mobile phone models support the SoundStationZW % PO LYC OM

mobile phone connector. Conferences using some mobile

phone models may experience diminished audio quality

or other functionality. For a list of mobile that are know TOGETHER, GREAT THINGS HAPPEN.
to work well with the SoundStationZW, please consult

www.polycom.com.




Polycom Voice Conferencing Product Line

VoiceStation® 300/500

The quality of Polycom
designed for offices and
small meeting spaces,
with Bluetooth available

Crystal-clear conferenc-
ing for smaller rooms
and desktops

M Three microphones
360° coverage

M Compact size ideal for
desktops

M Talk from up to 7 ft.
away from the mic
and be heard

M Connect to mobile
phones or PCs
through Bluetooth
or wired connections
(VoiceStation 500
only)

MSRP Pricing:®

SoundStation2™

The new generation
SoundStation. Ideal for
small- to medium-sized

conference rooms.

=

Remarkable voice
quality. The new
standard for everyday
conferencing.

SoundStation2W™

Wireless freedom to
conference anywhere
team collaboration is
important — even in
rooms where there are
no phone lines.

=

SoundStation
IP 4000

SIP conference
phone for offices
and small- to medium-
sized IP enabled
conference rooms.

=

SoundStation2 for
Avaya/Nortel

Direct connect to
Nortel and Avaya dig-
ital PBXs - no need
for separate analog
terminal adapters.

=N

SoundStation
VTX 1000°

The world's first wide-
band conference
phone. Delivers life-
like sound in any size
conference room or
executive office.

Remarkable voice
quality. Wireless
Freedom.

Remarkable voice
quality. SIP
convenience.

Direct connect to
Avaya and Nortel
Digital PBXs

Wideband audio.
Unprecedented
voice quality.

M [ndustry-leading
Voice quality

M Talk up to 10 ft. away
and still be heard

B Dynamic Noise
Reduction — mini-
mizes room back-
ground noise

M Intelligent micro-
phone mixing

B Applications port
for use with mobile
phones and
computers?

M Graphical, backlit
LCD?

W Worldwide Caller ID?

M Expandable?

All the great features of
SoundStation2 plus:

M 2.4 GHz or 1.9 GHz
wireless technology
with 150 ft. range

B 64-bit voice
encryption

M Up to 24-hr. talk time

M Software upgrade-
able

M Cell phone connector
— conference without
phone lines or AC
power’

B Support for the
SIP protocol 4

M Legendary Polycom
Acoustic Clarity
Technology

M Talk up to 10 ft. away
and still be heard

M Expandable

M Backlit, graphical
LCD

M Field upgradable
M Gated microphones

M Interoperates with
Polycom VSX-series
and MGC equipment
for a pure SIP
solution

Better

Acoustic Clarity Technology

M No need for
separate analog
terminal adapters

M | egendary Polycom
Acoustic Clarity
Technology

M Direct access to
PBX conferencing
features

M Expansion micro-
phones available

I Talk from up to
20 ft. away and
still be heard

M Automatically
adapts to meeting
environment

W 7 KHz high fidelity
wideband audio
(when another
SoundStation VTX
1000 is called)

M Interfaces to Vortex
Installed Voice
Systems, Polycom
Global Management
System™ and
Polycom VSX video
conferencing units,
and the new QSX

M Software upgradable

“Not available on all models
*MSRP prices subject to change.

*Please see www.polycom.com for a list of SIP Technology Partners that have certified this product.

© 2006 Polycom,Inc. All rights reserved.
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